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Produktdatenblatt 
Technical Datasheet

Technical information :
  Product name    

Dimensions      
Type

Supply
Control

   Operating temperature                                                                           
  Storage temperature

Frequency 
Power Source

Approval

RE600
If your Smarthome System has large distances to cover or the RF-Signal 
is weak you can use the RE600 has a Systemrepeater

RE600
45/45/20 in mm (L/B/H)
ZigBee repeater
230V 50Hz
RF Signal repeating
0 to 45 ºC
-20ºC to 60ºC
2.4 GHz
230V 50Hz 
CE 

RE600
Sollte Ihr Smarthome System weite Strecken oder schwache Funksignale 
aufweisen so kann der RE600 als Systemrepeater eingesetzt werden.

Technische Merkmale :
Produkt name 

   Abmessungen
Type

Spannung 
Verwendung

  Betriebstemperatur                                                                             
Lagertemperatur 

Frequenz
 Spannungsversorgung 

Geprüft               

RE600
45/45/20 in mm (L/B/H)
ZigBee repeater
230V 50Hz
Funksignalverstärkung
0 bis 45 ºC
-20ºC to 60ºC
2.4 GHz
230V 50Hz
CE

Für Aufputzmontage kann der SRS600
verwendet werden.

For Wallmounting you can use the 
SRS600 




